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The numbered arrows on the Opposite page indicate the features listed below. 


FEATURES 

1. Shutter-lock 8. Movie light plug 

2. Viewfinder 9. Latch for film compartment cover 

3. CdS Electric eye 10. Latch for battery compartment cover 
4. Movie light socket 11. Film window 

5. Shutter release 

6. Viewfinder eyepiece NOTE: CdS Electric Eye battery well is 
7. Footage indicator 


inside the film compartment — 
See installing battery on Page 3. 


The correct orientation of the plus (+) 
and minus (—) ends of each battery is 
shown inside the compartment (Fig. 2) 
Close cover firmly. 


IMPORTANT: Clean all battery contacts 
at regular intervals. To remove deposits, 
wipe both ends of the batteries with fine 
sandpaper or other abrasive material. Since 
batteries may leak in time, remove them 
when camera is stored for a prolonged 


period. 
LOADING THE CAMERA 
Pull back latch and swing open film 


compartment cover (Fig. 3). Insert Super 
8 film cartridge, label side up, film 
toward lens. The notch in the cartridge 
must be under the cartridge-locking pin 
(Fig. 4). 





Press down the rear end of the cartridge 
until it clicks into place (Fig. 5). Close 
cover. Use film with daylight 25/tungsten 
40 ASA speed rating. 


NOTE: Before filming, make sure that 
the film-compartment cover is firmly 
closed. 
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FOOTAGE INDICATOR 


The figure in the footage-indicator 
window shows how many feet of 
UNEXPOSED film is in the cartridge. 
When the figure ‘0’’ reaches the line at 
the center of the window, all film in the 
Cartridge has been exposed. 


UNLOADING EXPOSED FILM 


When all the film has been exposed, run 
the camera for an additional 10 seconds, 


then open the film compartment cover. 


Remove the cartridge by lifting its rear 
edge up and out; the word “EXPOSED” 
NOW appears on the film. 


Have the film processed without delay. 


If a partially exposed cartridge is removed 
from the camera, some film is lost and 
the footage indicator returns to 50. 





VIEWFINDER 


The bright viewfinder shows each 
scene as it will appear projected on the 
screen. 


EXPOSURE 


The CdS electric eye provides completely 
automatic exposure control. When the 
light is too low for properly exposed 
movies, a red low-light indicator appears 
at the left side in the viewfinder (Fig. 
6). 


MAKING MOVIES 


To make movies automatically, just aim 
the camera and depress release. 
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No focusing is needed; the lens is set at 
universal focus. In bright light, subjects 
from about 5 feet to infinity will be in 
focus. In dim light, objects will be sharp 
from about 6 feet to infinity. 


Keep camera level and steady. 


OUTDOOR MOVIES 


A built-in orange filter, positioned behind 
the lens, automatically adjusts the camera 
to outdoor work with indoor film. 


Clear Or hazy sunlight coming from 
behind or from either side of the camera 
is best for outdoor movies. Backlighted 
scenes (camera facing the sun) should be 
avoided. 


INDOOR MOVIES 


““Indoor’’ means movies made under 
artificial lighting. Movies made indoors by 
daylight are to be handled as ‘‘outdoor”’ 
movies. All movie light models, available 
as accessories, fit into the socket on top 
of the camera. Attaching the movie light 
automatically adjusts the camera to indoor 
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filming by removing the daylight filter 
from the optical system. If a movie light 
of a type that does not fit into the 
socket, a floodlight, or existing artificial 
light is used, adjust the camera to indoor 
filming by screwing the movie light plug 
(stored in socket on camera handle) into 
the movie light socket. (Fig. 7) 


LOCKING RELEASE BUTTONS 


The release button lock on the side of 
the camera has two positions: LOCK, and 
UNLOCK. To prevent accidental operation, 
always keep the button turned to ‘‘LOCK” 
when the camera is not is use. 


While the camera is being used, the button 
must be turned to “UNLOCK”. 


CAMERA CARE 

Protect the camera from dirt, rain, 
dampness, and excessive heat. Avoid 
touching the lens. To clean lens, breathe 
on it first, then wipe it gently with a 
soft, tintless cloth or tissue. Do not use 
chemically treated eyeglass tissues as 
they might damage the lens coating. 


Clean out the interior of the camera 
occasionally with a camel-hair brush, paying 
special attention to the film gate. (Fig.8) Do 
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not attempt to remove or oil any part 
of the camera. If anything goes wrong, 
don’t try to repair it. Take it to a dealer. 
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